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CERTIFICATE
SECURITY VALVE

FOR: COMPRESSED AIR, GAS, STEAM
TYPE 22/A 1/4” — Air Tek

MATERIALS USED TECHNICAL DATA

a — Body valve: BRASS UNI EN 12164

b — Rubber aasket: NBR — VITON - Brand of the manufacturer: Air Tek

- Thread: 1/4” gas

- Inlet nominal pressure: 25 bar
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¢ — Pressure-containing _member (shutter):
BRASS UNI EN 12164 GHAS
d — Ferrule: BRASS UNI EN 12164
e — Spring : STEEL C98 UNI 3823
STAINLESS STEEL AISI 302

- Hole diameter: 6 mm

- Hole Area: 28.26 mm®

- Employ: air, gas, steam

- Working temperature: NBR ~ -10°C +90° C
VITON -10°C +250°C

- Pressure range : from 0 to 18 bar

Elastic constant 3.29 kg/mm ‘
in: BRASS UNI EN 12164 :

P
Plate: ALUMINUM
Ring: STEEL C 75 (by request) @ 1raAs

PRESSURE AND REAL CAPACITY OF DISCHARGING TABLE AND DIAGRAM
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bar | I/min | bar | I/min | bar | I/min 3500 ~
05 | 139 | 6 | 1556 | 12 | 288 | 3000 T

1 278 7 | 1777 | 13 | 3007 ;ggg ]

2 557 8 | 2001 | 14 | 3330 1500 A

3 835 9 | 2025 | 15 | 3571 1000

4 | 14 | 10 | 2446 | 16 | aro2 500 14

5 | 1335 | 11 | 2667 | 17 | 4013 0

123 4567 8 91011121314151617 18

The materials used are suitable to work at the aforestating working conditions and with the
mentioned fluids. The identifying technical data are written on the top of the valve plate. The
mechanical blocking of the setting is obtained by a glue-sealing (Loctite 270). The irremovability of
the valve is secured by a final punching. The valve has given satisfactory results both, under the final
checking of the setting and under the final hydraulic testing carried out at 37.5 bar.

These valves are according to ISO 4126/1 Regulation. Any application on the ring (ref. h) such as
sealing etc. can compromise the valve operation.
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