DITROTEC

Stromskema

Med driftstimeteeller

Wiring diagram with tank present & full tank & cond pump r ing the PCB
Hour counter just counting the compressor operation time
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E -Earthing /Erdung

N -Common Line / Gemeinsame

L -Line/AuRenleiter

S1 - On-Off Switch / Geriteschalter 0/1

S2 - Micro switch (Tank Presence) / Mikroschalter Wippe Vollstand (Tank Prisenz)
S3 - Micro Switch (Tank Full) / Mikroschalter Wippe Volistand (Behilter voll)
S4 - Humidistat / Hygrostat

L - Red lamp (Tankfull) / Signalleuchte “ rot “ (Behiiter voll)

M1 - Compressor / Kompressor

M2 - Fan motor / Liiftermotor

Y -Two Way Valve / Abtau-Magnetventil

RC - Running Capacitor / Motorbetriebskondensator

H - Time Counter (Standard) / Zeit Z&hler (standard)

P - Water Pump Socket / Wasserpumpe Stockdose
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DITROTEC

Med driftstimeteeller og MID-teeller

Wiring diagram with tank present & full tank & condensates pump reseting the PCB
Counter counting energy and time downstream the main switch

E
L
S1
® ® E
0/1
Water Pump (Optional)
/u /u ' ——
® :

LOW LEVEL
FLOAT SWITCH

220-240V~50Hz

Schuko Plug

Schukostecker :
1t s ) :[0o

PCB P11 9

(XGNF06) e o)
z

NTC 104

/™
Y

F ANCC NP

16
HE 4
lavg= 5A Ta
) IIvZI-X
Time + Energy e
Counter
(MID approved)

E -Earthing / Erdung

N -Common Line / Gemeinsame

L -Line/ AuRenleiter

S1 - On-Off Switch / Gerateschalter 0/1

$2 - Micro switch (Tank Presence) / Mikroschalter Wippe Vollstand (Tank Prisenz)
S3 - Micro Switch (Tank Full) / Mikroschalter Wippe Vollstand (Behiilter voll)

S4 - Humidistat / Hygrostat

L - Red lamp (Tank Presence) / Signalleuchte “ rot  (Tank Prisenz)

M1 - Compressor / Kompressor

M2 - Fan motor / Liiftermotor

Y -Two Way Valve / Abtau-Magnetventil

RC - Running Capacitor / Motorbetriebskondensator

HE - Time + Energy Counter (Optional) / Zeit + Energie Z3hler (zusitzliche)
P - Water Pump Socket / Wasserpumpe Stockdose
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DITROTEC

Eksplosionstegning Info
4 @ )

Reservedelenes positionsnumre er ikke de samme som
positionsnumrene for komponenterne, der anvendes i
brugsanvisningen.

| DA | luftaftugter TTK 125 S | 19 |




DTROTEC

Liste over reservedele til TTK 125 S

Nr. |Reservedel Nr. |Reservedel Nr. |Reservedel

1 Baseplate 17 |Full water tank actuating pin 33 |Power supply cable

2 Main frame 18 |Condensates water pan 34 |Water tank detection switch

3 Control’s side panel 19 |Water tank 35  |Humidistat

4 Left panel 20  |Air filter 36  |Electronic controller

5 Air outlet grille 21 |Plastic grip 37  |Hour counter

6 Air inlet grille 22  |Humidistat knob 38 |Main switch

7 |Top panel 23 |Cable gland 39 |Full water tank lamp

8 Water tank baseplate 24 |Full water tank switch housing 40 |Electronic controller status LED

9 Control’s box 25 |Spinning castor with brake 41 |Condensates pump socket

10 |Control’s protection bars 26 |Spinning castor without brake 42 |Defrost sensor

11 |Fan motor brackets 27 |Insulating plate 43 |Compressor

12 [Full water tank system 28 |Buckets dummy 44  |Finned condensing coil

13 |Water tank baseplate schaft 29 |Control panel sticker 45 |Aluminium tubular evaporating coil
14 |Water tank detection lever 30 |Evaporating coil bracket 46  |Defrost valve coil

15 |Fan blade 31 |Fan motor 47  |Control’s box internal wiring

16  |Evaporating coil supports 32 |Running capacitor 48 |Unit’s internal wiring

EN luftaffugter TTK 125 S | pA |




